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Federal Communications Commission § 78.61 

available on call at a location which 
will assure expeditious performance of 
such technical servicing and mainte-
nance as may be necessary whenever 
the station is operating. In lieu there-
of, arrangements may be made to have 
a person or persons available at all 
times when the transmitter is oper-
ating, to turn the transmitter off in 
the event that it is operating improp-
erly. The transmitter may not be re-
stored to operation until the malfunc-
tion has been corrected by a tech-
nically qualified person. 

(4) The station licensee shall be re-
sponsible for the proper operation of 
the station at all times and is expected 
to provide for observations, servicing 
and maintenance as often as may be 
necessary to ensure proper operation. 
All adjustments or tests during or co-
incident with the installation, serv-
icing, or maintenance of the station 
which may affect its operation shall be 
performed by or under the immediate 
supervision of a technically qualified 
person. 

(b) The Commission may notify the 
licensee not to commence unattended 
operation, or to cancel, suspend, or 
change the date of the beginning of 
such operation as and when such action 
may appear to be in the public interest, 
convenience, or necessity. 

(Secs. 1, 2, 301, 307, 48 Stat., as amended 1064, 
1081, 1083; (47 U.S.C. 151, 152, 301, 307)) 

[37 FR 3292, Feb. 12, 1972, as amended at 41 
FR 29695, July 19, 1976; 42 FR 61864, Dec. 7, 
1977; 43 FR 4617, Feb. 3, 1978; 43 FR 25127, 
June 9, 1978; 49 FR 20671, May 16, 1984; 50 FR 
23422, June 4, 1985; 50 FR 32418, Aug. 12, 1985] 

§ 78.55 Time of operation. 
A CARS station is not expected to 

adhere to any prescribed schedule of 
operation. Continous radiation of the 
carrier without modulation is per-
mitted provided harmful interference 
is not caused to other authorized sta-
tions. 

[43 FR 25127, June 9, 1978] 

§ 78.57 Station inspection. 
The station and all records required 

to be kept by the licensee shall be 
made available for inspection upon re-
quest by any authorized representative 
of the Commission. 

§ 78.59 Posting of station and operator 
licenses. 

(a) The station license and any other 
instrument of authorization or indi-
vidual order concerning the construc-
tion or the equipment or manner of op-
eration shall be posted at the place 
where the transmitter is located, so 
that all terms thereof are visible ex-
cept as otherwise provided in para-
graphs (b) and (c) of this section. 

(b) In cases where the transmitter is 
operated by remote control, the docu-
ments referred to in paragraph (a) of 
this section shall be posted in the man-
ner described at the control point of 
the transmitter. 

(c) In cases where the transmitter is 
operated unattended, the name of the 
licensee and the call sign of the unat-
tended station shall be displayed at the 
transmitter site on the structure sup-
porting the transmitting antenna, so 
as to be visible to a person standing on 
the ground at the transmitter site. The 
display shall be prepared so as to with-
stand normal weathering for a reason-
able period of time and shall be main-
tained in a legible condition at all 
times by the licensee. The station li-
cense and other documents referred to 
in paragraph (a) of this section shall be 
kept at the nearest attended station 
or, in cases where the licensee of the 
unattended station does not operate at-
tended stations, at the point of des-
tination of the signals relayed by the 
unattended station. 

[37 FR 3292, Feb. 12, 1972, as amended at 49 
FR 20671, May 16, 1984] 

§ 78.61 Operator requirements. 

(a) Except in cases where a CARS 
station is operated unattended in ac-
cordance with § 78.53 or except as pro-
vided in other paragraphs of this sec-
tion, a person shall be on duty at the 
place where the transmitting appa-
ratus is located, in plain view and in 
actual charge of its operation or at a 
remote control point established pursu-
ant to the provision of § 78.51, at all 
times when the station is in operation. 
Control and monitoring equipment at a 
remote control point shall be readily 
accessible and clearly visible to the op-
erator at that position. 
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