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47 CFR Ch. I (10–1–09 Edition) § 90.1305 

§ 90.1305 Permissible operations. 
Use of the 3650–3700 MHz band must 

be consistent with the allocations for 
this band as set forth in part 2 of the 
Commission’s Rules. All stations oper-
ating in this band must employ a con-
tention-based protocol (as defined in 
§ 90.7). 

§ 90.1307 Licensing. 
The 3650–3700 MHz band is licensed on 

the basis of non-exclusive nationwide 
licenses. Non-exclusive nationwide li-
censes will serve as a prerequisite for 
registering individual fixed and base 
stations. A licensee cannot operate a 
fixed or base station before registering 
it under its license and licensees must 
delete registrations for unused fixed 
and base stations. 

§ 90.1309 Regulatory status. 
Licensees are permitted to provide 

services on a non-common carrier and/ 
or on a common carrier basis. A li-
censee may render any kind of commu-
nications service consistent with the 
regulatory status in its license and 
with the Commission’s rules applicable 
to that service. 

§ 90.1311 License term. 
The license term is ten years, begin-

ning on the date of the initial author-
ization (non-exclusive nationwide li-
cense) grant. Registering fixed and 
base stations will not change the over-
all renewal period of the license. 

§ 90.1312 Assignment and transfer. 
Licensees may assign or transfer 

their non-exclusive nationwide li-
censes, and any fixed or base stations 
registered under those licenses will re-
main associated with those licenses. 

§ 90.1319 Policies governing the use of 
the 3650–3700 MHz band. 

(a) Channels in this band are avail-
able on a shared basis only and will not 
be assigned for the exclusive use of any 
licensee. 

(b) Any base, fixed, or mobile station 
operating in the band must employ a 
contention-based protocol. 

(c) Equipment incorporating an unre-
stricted contention-based protocol (i.e. 
one capable of avoiding co-frequency 

interference with devices using all 
other types of contention-based proto-
cols) may operate throughout the 50 
megahertz of this frequency band. 
Equipment incorporating a restricted 
contention-based protocol (i.e. one that 
does not qualify as unrestricted) may 
operate in, and shall only tune over, 
the lower 25 megahertz of this fre-
quency band. 

(d) All applicants and licensees shall 
cooperate in the selection and use of 
frequencies in the 3650–3700 MHz band 
in order to minimize the potential for 
interference and make the most effec-
tive use of the authorized facilities. A 
database identifying the locations of 
registered stations will be available at 
http://wireless.fcc.gov/uls. Licensees 
should examine this database before 
seeking station authorization, and 
make every effort to ensure that their 
fixed and base stations operate at a lo-
cation, and with technical parameters, 
that will minimize the potential to 
cause and receive interference. Licens-
ees of stations suffering or causing 
harmful interference are expected to 
cooperate and resolve this problem by 
mutually satisfactory arrangements. 

[72 FR 40722, July 25, 2007] 

§ 90.1321 Power and antenna limits. 
(a) Base and fixed stations are lim-

ited to 25 watts/25 MHz equivalent 
isotropically radiated power (EIRP). In 
any event, the peak EIRP power den-
sity shall not exceed 1 Watt in any one- 
megahertz slice of spectrum. 

(b) In addition to the provisions in 
paragraph (a) of this section, transmit-
ters operating in the 3650–3700 MHz 
band that emit multiple directional 
beams, simultaneously or sequentially, 
for the purpose of directing signals to 
individual receivers or to groups of re-
ceivers provided the emissions comply 
with the following: 

(1) Different information must be 
transmitted to each receiver. 

(2) If the transmitter employs an an-
tenna system that emits multiple di-
rectional beams but does not emit mul-
tiple directional beams simulta-
neously, the total output power con-
ducted to the array or arrays that com-
prise the device, i.e., the sum of the 
power supplied to all antennas, an-
tenna elements, staves, etc. and 
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