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Federal Communications Commission § 27.72 

§ 27.70 Information exchange. 
(a) Prior notification. Public safety li-

censees authorized to operate in the 
763–775 MHz and 793–805 MHz bands may 
notify any licensee authorized to oper-
ate in the 746–757, 758–763, 776–787, or 
788–793 MHz bands that they wish to re-
ceive prior notification of the activa-
tion or modification of the licensee’s 
base or fixed stations in their area. 
Thereafter, the 746–757, 758–763, 776–787, 
or 788–793 MHz band licensee must pro-
vide the following information to the 
public safety licensee at least 10 busi-
ness days before a new base or fixed 
station is activated or an existing base 
or fixed station is modified: 

(1) Location; 
(2) Effective radiated power; 
(3) Antenna height; and 
(4) Channels available for use. 
(b) Purpose of prior notification. The 

prior coordination of base or fixed sta-
tions is for informational purposes 
only. Public safety licensees are not af-
forded the right to accept or reject the 
activation of a proposed base or fixed 
station or to unilaterally require 
changes in its operating parameters. 
The principal purposes of notification 
are to: 

(1) Allow a public safety licensee to 
advise the 746–757, 758–763, 776–787, or 
788–793 MHz band licensee whether it 
believes a proposed base or fixed sta-
tion will generate unacceptable inter-
ference; 

(2) Permit 746–757, 758–763, 776–787, 
and 788–793 MHz band licensees to make 
voluntary changes in base or fixed sta-
tion parameters when a public safety 
licensee alerts them to possible inter-
ference; and, 

(3) Rapidly identify the source if in-
terference is encountered when the 
base or fixed station is activated. 

[72 FR 27712, May 16, 2007, as amended at 72 
FR 48853, Aug. 24, 2007] 

§ 27.72 Information sharing require-
ments. 

This section requires WCS licensees 
in the 2305–2320 MHz and 2345–2360 MHz 
bands to share information regarding 
the location and operation of base sta-
tions with Satellite Digital Audio 
Radio Service (SDARS) licensees in the 
2320–2345 MHz band. Section 25.263 of 

this chapter requires SDARS licensees 
in the 2320–2345 MHz band to share in-
formation regarding the location and 
operation of terrestrial repeaters with 
WCS licensees in the 2305–2320 MHz and 
2345–2360 MHz bands. 

(a) Sites and frequency selections. 
WCS licensees must select base station 
sites and frequencies, to the extent 
practicable, to minimize the possibility 
of harmful interference to operations 
in the SDARS 2320–2345 MHz band. 

(b) Prior notice periods. WCS licensees 
that intend to operate a base station 
must, before commencing such oper-
ation, provide 10 business days prior 
notice to all SDARS licensees. WCS li-
censees that intend to modify an exist-
ing base station must, before com-
mencing such modified operation, pro-
vide 5 business days prior notice to all 
SDARS licensees. For the purposes of 
this section, a business day is defined 
by § 1.4(e)(2) of this chapter. 

(c) Contents of notice. (1) Notification 
must be written (e.g., certified letter, 
fax, or e-mail) and include the licens-
ee’s name, and the name, address, and 
telephone number of its coordination 
representative, unless the SDARS li-
censee and all potentially affected WCS 
licensees reach a mutual agreement to 
provide notification by some other 
means. WCS licensees and SDARS li-
censees may establish such a mutually 
agreeable alternative notification 
mechanism without prior Commission 
approval, provided that they comply 
with all other requirements of this sec-
tion. 

(2) Regardless of the notification 
method, it must specify relevant tech-
nical details, including, at a minimum: 

(i) The coordinates of the proposed 
base station to an accuracy of no less 
than ± 1 second latitude and longitude; 

(ii) The proposed operating power(s), 
frequency band(s), and emission(s); 

(iii) The antenna center height above 
ground and ground elevation above 
mean sea level, both to an accuracy of 
no less than ± 1 meter; 

(iv) The antenna gain pattern(s) in 
the azimuth and elevation planes that 
include the peak of the main beam; and 

(v) The antenna downtilt angle(s). 
(3) A WCS licensee operating base 

stations must maintain an accurate 
and up-to-date inventory of its base 
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