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time as the Great Lakes Agreement in-
spection is conducted by a technician 
holding one of the following: a General 
Radiotelephone Operator License, a 
GMDSS Radio Maintainer’s License, a 
Radiotelegraph Operator License, a 
Second Class Radiotelegraph Opera-
tor’s Certificate, or a First Class Ra-
diotelegraph Operator’s Certificate. 
Additionally, the technician must not 
be the owner, operator, master, or an 
employee of any of them. Ships subject 
to the Bridge-to-Bridge Act may, in 
lieu of an endorsed certificate, certify 
compliance in the station log required 
by § 80.409(f). 

[78 FR 23157, Apr. 18, 2013] 

§ 80.1007 Bridge-to-bridge radio-
telephone installation. 

Use of the bridge-to-bridge trans-
mitter must be restricted to the mas-
ter or person in charge of the vessel, or 
the person designated by the master or 
person in charge to pilot or direct the 
movement of the vessel. Communica-
tions must be of a navigational nature 
exclusively. 

§ 80.1009 Principal operator and oper-
ating position. 

The principal operating position of 
the bridge-to-bridge station must be 
the vessel’s navigational bridge or, in 
the case of dredges, its main control 
station. If the radiotelephone installa-
tion can be operated from any location 
other than the principal operating po-
sition, the principal operating position 
must be able to take full control of the 
installation. 

§ 80.1011 Transmitter. 
(a) The bridge-to-bridge transmitter 

must be capable of transmission of G3E 
emission on the navigational frequency 
156.650 MHz (Channel 13) and the Coast 
Guard liaison frequency 157.100 MHz 
(Channel 22A). Additionally, the 
bridge-to-bridge transmitter must be 
capable of transmission of G3E emis-
sion on the navigational frequency of 
156.375 MHz (Channel 67) while 
transiting any of the following waters: 

(1) The lower Mississippi River from 
the territorial sea boundary, and with-
in either the Southwest Pass safety 
fairway or the South Pass safety fair-
way specified in § 166.200 of the U.S. 

Coast Guard’s Rules, 33 CFR 166.200, to 
mile 242.4 AHP (Above Head of Passes) 
near Baton Rouge; 

(2) The Mississippi River-Gulf Outlet 
from the territorial sea boundary, and 
within the Mississippi River-Gulf out-
let Safety Fairway specified in § 166.200 
of the U.S. Coast Guard’s Rules, 33 CFR 
166.200, to that channel’s junction with 
the Inner Harbor Navigation Canal; 
and 

(3) The full length of the Inner Har-
bor Navigation Canal from its junction 
with the Mississippi River to that ca-
nal’s entry to Lake Pontchartrain at 
the New Seabrook vehicular bridge. 

(b) [Reserved] 

[57 FR 61012, Dec. 23, 1992] 

§ 80.1013 Receiver. 

The bridge-to-bridge receiver must be 
capable of reception of G3E emission on 
the navigational frequency 156.650 MHz 
(Channel 13) and the Coast Guard liai-
son frequency 157.100 MHz (Channel 
22A). In addition, the bridge-to-bridge 
receiver must be capable of reception 
of G3E emission on the navigational 
frequency of 156.375 MHz (Channel 67) 
while transiting in the waters of the 
lower Mississippi River as described in 
§§ 80.1011 (a)(1), (a)(2) and (a)(3) of this 
part. 

[57 FR 61012, Dec. 23, 1992] 

§ 80.1015 Power supply. 

(a) There must be readily available 
for use under normal load conditions, a 
power supply sufficient to simulta-
neously energize the bridge-to-bridge 
transmitter at its required antenna 
power, and the bridge-to-bridge re-
ceiver. Under this load condition the 
voltage of the power supply at the 
power input terminals of the bridge-to- 
bridge radiotelephone installation 
must not deviate from its rated voltage 
by more than 10 percent on vessels 
completed on or after March 1, 1957, 
nor by more than 15 percent on vessels 
completed before that date. 

(b) When the power supply for a non-
portable bridge-to-bridge radio-
telephone installation consists of or in-
cludes batteries, they must be installed 
as high above the bilge as practicable, 
secured against shifting with motion of 
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