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(2) Station licensees must not charge 
for third party communication services 
between their station and any other 
private fixed station. 

(d) The following carrier frequency 
pairs are assignable for point-to-point 
communications between public fixed 
and private fixed stations: 

Public fixed station fre-
quencies (kHz) 

Private fixed Station frequencies 
(kHz) 

1 2312.0 2632.0 
2604.0 2256.0 
2781.0 3 2474.0 
2784.0 2694.0 
3167.5 3354.0 
3180.0 2776.0 
3241.0 3357.0 
3362.0 3238.0 

2 4791.5 5207.5 
5370.0 4 5134.5, 4 5137.5 

1 This frequency is assignable on a primary basis to public 
coast stations and on a secondary basis to public fixed sta-
tions. 

2 Teleprinter use is authorized. 
3 Peak envelope power must not exceed 1 kW. 
4 Licensees must cease all communications on 5134.5 kHz 

and 5137.5 kHz when notified by the State of Alaska of an 
emergency or disaster. Licensees may resume communica-
tion on these frequencies when notified by the State of Alaska 
that the disaster or harmful interference has ended. 

(e) The public fixed station fre-
quencies are assignable to common 
carriers. 

(f) The private fixed station fre-
quencies described in paragraph (d) of 
this section are assignable to private 
entities located in areas where com-
mon carrier facilities are not available. 
Private fixed stations operating on the 
frequencies in paragraph (d) of this sec-
tion, must communicate with public 
fixed stations only. Private fixed sta-
tions are permitted to provide third 
party communications between their 
station and the public fixed stations. A 
charge for such service is prohibited. 

(g) U.S. Government frequencies will 
be authorized if the Commission deter-
mines that the assignment is in the 
public interest. 

[51 FR 31213, Sept. 2, 1986, as amended at 52 
FR 35245, Sept. 18, 1987; 56 FR 34030, July 25, 
1991; 68 FR 25540, May 13, 2003] 

MARITIME SUPPORT STATIONS 

§ 80.389 Frequencies for maritime sup-
port stations. 

(a) Marine receiver test. Maritime sup-
port stations will be authorized to con-
duct receiver tests on the ship station 
frequencies of the channels assigned to 
the associated public coast station. 

(b) Shore radar and radiolocation tests. 
The following frequency bands are 
available for assignment to dem-
onstrate radar and radiolocation equip-
ment. The use of frequencies within 
these bands must not cause harmful in-
terference to the radionavigation serv-
ice and the Government radiolocation 
service: 2450–2500 MHz, 2900–3100 MHz, 
5460–5650 MHz, 9300–9500 MHz, 14.0–14.05 
GHz. 

DEVELOPMENTAL STATIONS 

AIS STATIONS 

§ 80.393 Frequencies for AIS stations. 

Automatic Identification Systems 
(AIS) are a maritime broadcast service. 
The simplex channels at 161.975 MHz 
(AIS 1) and 162.025 MHz (AIS 2), each 
with a 25 kHz bandwidth, may be au-
thorized only for AIS. In accordance 
with the Maritime Transportation Se-
curity Act, the United States Coast 
Guard regulates AIS carriage require-
ments for non-Federal Government 
ships. These requirements are codified 
at 33 CFR 164.46, 401.20. 

[74 FR 5125, Jan. 29, 2009] 

Subpart I—Station Documents 

§ 80.401 Station documents require-
ment. 

Licensees of radio stations are re-
quired to have current station docu-
ments as indicated in the following 
table: 

VerDate Mar<15>2010 10:54 Jan 09, 2014 Jkt 229210 PO 00000 Frm 00118 Fmt 8010 Sfmt 8010 Q:\47\47V5.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-01-15T01:40:43-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




