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(3) Geographical location at time of 
occurrence; 

(4) Frequency interfered with; 
(5) Nature of interference; and 
(6) Other particulars. 

§ 87.481 Unattended operation of do-
mestic radiobeacon stations. 

(a) Radiobeacons may be licensed for 
unattended operation. An applicant 
must comply with the following: 

(1) The transmitter is crystal con-
trolled and specifically designed for 
radiobeacon service and capable of 
transmitting by self-actuating means; 

(2) The emissions of the transmitter 
must be continuously monitored by a 
licensed operator, or by a direct posi-
tive automatic monitor, supplemented 
by aural monitoring at suitable inter-
vals; 

(3) If as a result of aural monitoring 
it is determined that a deviation from 
the terms of the station license has oc-
curred, the transmitters must be dis-
abled immediately by a properly au-
thorized person. If automatic moni-
toring is used, the monitor must insure 
that the operation of the transmitter 
meets the license terms or is disabled; 

(4) A properly authorized person 
must be able to reach the transmitter 
and disable it in a reasonable amount 
of time, so as not to adversely affect 
life or property in the air; 

(5) The equipment must be inspected 
at least every 180 days. Results of in-
spections must be kept in the station 
maintenance records; 

(6) The transmitter is not operable by 
or accessible to, other than authorized 
persons; 

(7) The transmitter is in a remote lo-
cation. 

(b) Authority for unattended oper-
ation must be expressly stated in the 
station license. 

[53 FR 28940, Aug. 1, 1988, as amended at 63 
FR 68958, Dec. 14, 1998] 

Subpart R [Reserved] 

Subpart S—Automatic Weather 
Stations (AWOS/ASOS) 

§ 87.525 Scope of service. 
Automatic weather observation sta-

tions (AWOS) and automatic surface 

observation stations (ASOS) must pro-
vide up-to-date weather information 
including the time of the latest weath-
er sequence, altimeter setting, wind 
speed and direction, dew point, tem-
perature, visibility and other pertinent 
data needed at airports having neither 
a full-time control tower nor a full- 
time FAA Flight Service Station. 
When a licensee has entered into an 
agreement with the FAA, an AWOS or 
an ASOS may also operate as an auto-
matic terminal information station 
(ATIS) during the control tower’s oper-
ating hours. 

[64 FR 27476, May 20, 1999] 

§ 87.527 Supplemental eligibility. 

(a) Licenses will be granted only 
upon FAA approval. 

(b) Eligibility for an AWOS, an 
ASOS, or an ATIS is limited to the 
owner or operator of an airport or to a 
person who has entered into a written 
agreement with the owner or operator 
for exclusive rights to operate and 
maintain the station. Where applicable 
a copy of the agreement between the 
applicant and owner or operator of the 
airport must be submitted with an ap-
plication. 

(c) Only one AWOS, ASOS, or ATIS 
will be licensed at an airport. 

[53 FR 28940, Aug. 1, 1988, as amended at 64 
FR 27476, May 20, 1999] 

§ 87.529 Frequencies. 

Prior to submitting an application, 
each applicant must notify the applica-
ble FAA Regional Frequency Manage-
ment Office. Each application must be 
accompanied by a statement showing 
the name of the FAA Regional Office 
and date notified. The Commission will 
assign the frequency. Normally, fre-
quencies available for air traffic con-
trol operations set forth in subpart E 
will be assigned to an AWOS, ASOS, or 
to an ATIS. When a licensee has en-
tered into an agreement with the FAA 
to operate the same station as both an 
AWOS and as an ATIS, or as an ASOS 
and an ATIS, the same frequency will 
be used in both modes of operation. 

[69 FR 52886, June 14, 2004] 
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