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power over the measurement band-
width. If the resolution bandwidth is 
approximately equal to the measure-
ment bandwidth, and much less than 
the emission bandwidth of the equip-
ment under test, the measured results 
shall be corrected to account for any 
difference between the resolution band-
width of the test instrument and its ac-
tual noise bandwidth. 

(e) The ratio of the peak excursion of 
the modulation envelope (measured 
using a peak hold function) to the max-
imum conducted output power shall 
not exceed 13 dB across any 1 MHz 
bandwidth or the emission bandwidth 
whichever is less. 

[70 CFR 28467, May 18, 2005, as amended at 74 
FR 23803, May 21, 2009; 74 FR 27455, June 10, 
2009] 

§ 90.1217 RF Hazards. 
Licensees and manufacturers are sub-

ject to the radiofrequency radiation ex-
posure requirements specified in 
§§ 1.1307(b), 2.1091 and 2.1093 of this 
chapter, as appropriate. Applications 
for equipment authorization of mobile 
or portable devices operating under 
this section must contain a statement 
confirming compliance with these re-
quirements for both fundamental emis-
sions and unwanted emissions. Tech-
nical information showing the basis for 
this statement must be submitted to 
the Commission upon request. 

Subpart Z—Wireless Broadband 
Services in the 3650–3700 MHz 
Band 

SOURCE: 70 FR 24726, May 11, 2005, unless 
otherwise noted. 

§ 90.1301 Scope. 
This subpart sets out the regulations 

governing wireless operations in the 
3650–3700 MHz band. It includes licens-
ing requirements, and specific oper-
ational and technical standards for 
wireless operations in this band. The 
rules in this subpart are to be read in 
conjunction with the applicable re-
quirements contained elsewhere in the 
Commission’s rules; however, in case of 
conflict, the provisions of this subpart 
shall govern with respect to licensing 
and operation in this band. 

§ 90.1303 Eligibility. 

Any entity, other than those pre-
cluded by section 310 of the Commu-
nications Act of 1934, as amended, 47 
U.S.C. 310, is eligible to hold a license 
under this part. 

§ 90.1305 Permissible operations. 

Use of the 3650–3700 MHz band must 
be consistent with the allocations for 
this band as set forth in part 2 of the 
Commission’s Rules. All stations oper-
ating in this band must employ a con-
tention-based protocol (as defined in 
§ 90.7). 

§ 90.1307 Licensing. 

The 3650–3700 MHz band is licensed on 
the basis of non-exclusive nationwide 
licenses. Non-exclusive nationwide li-
censes will serve as a prerequisite for 
registering individual fixed and base 
stations. A licensee cannot operate a 
fixed or base station before registering 
it under its license and licensees must 
delete registrations for unused fixed 
and base stations. 

§ 90.1309 Regulatory status. 

Licensees are permitted to provide 
services on a non-common carrier and/ 
or on a common carrier basis. A li-
censee may render any kind of commu-
nications service consistent with the 
regulatory status in its license and 
with the Commission’s rules applicable 
to that service. 

§ 90.1311 License term. 

The license term is ten years, begin-
ning on the date of the initial author-
ization (non-exclusive nationwide li-
cense) grant. Registering fixed and 
base stations will not change the over-
all renewal period of the license. 

§ 90.1312 Assignment and transfer. 

Licensees may assign or transfer 
their non-exclusive nationwide li-
censes, and any fixed or base stations 
registered under those licenses will re-
main associated with those licenses. 

§ 90.1319 Policies governing the use of 
the 3650–3700 MHz band. 

(a) Channels in this band are avail-
able on a shared basis only and will not 
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