AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§90.383

(ASTM) E2213-03, ‘‘Standard Specifica-
tion for Telecommunications and In-
formation Exchange Between Roadside
and Vehicle Systems—5 GHz Band
Dedicated Short Range Communica-
tions (DSRC) Medium Access Control
(MAC) and Physical Layer (PHY) Spec-
ifications” published September 2003
(ASTM E2213-03 DSRC Standard). The
Director of the Federal Register ap-
proves this incorporation by reference
in accordance with 5 U.S.C. 552(a) and 1
CFR part 51. Copies may be inspected
at the Federal Communications Com-
mission, 445 12th Street, SW., Wash-
ington, DC 20554 or National Archives
and Records Administration (NARA).
For information on the availability of
this material at NARA, call 202-741-
6030, or go to: http:/www.archives.gov/
federal register/

code of federal regulations/

ibr _locations.html. Copies of the ASTM
E2213-03 DSRC Standard can be ob-
tained from ASTM International, 100
Barr Harbor Drive, PO Box C700, West
Conshohocken, PA 19428-2959. Copies
may also be obtained from ASTM via
the Internet at http:/www.astm.org.

[69 FR 46445, Aug. 3, 2004]

§90.383 RSU sites near the U.S./Can-
ada or U.S./Mexico border.

Until such time as agreements be-
tween the United States and Canada or
the United States and Mexico, as appli-
cable, become effective governing bor-
der area use of the 5850-59256 MHz band
for DSRCS, authorizations to operate
Roadside Units (RSUs) are granted sub-
ject to the following conditions:

(a) RSUs must not cause harmful in-
terference to stations in Canada or
Mexico that are licensed in accordance
with the international table of fre-
quency allocations for Region 2 (see
§2.106 of this chapter) and must accept
any interference that may be caused by
such stations.

(b) Authority to operate DSRCS
Roadside Units is subject to modifica-
tions and future agreements between
the United States and Canada or the
United States and Mexico, as applica-
ble.

[69 FR 46445, Aug. 3, 2004]

47 CFR Ch. | (10-1-14 Edition)

Subpart N—Operating
Requirements

§90.401 Scope.

The subpart prescribes general oper-
ating requirements for stations Ili-
censed under this part. This includes
station operating procedures, points of
communication, permissible commu-
nications, methods of station identi-
fication, control requirements, and sta-
tion record keeping requirements.

§90.403 General operating require-
ments.

(a) Licensees of radio stations in the
private land mobile radio services shall
be directly responsible for the proper
operation and use of each transmitter
for which they are licensed. In this
connection, licensees shall exercise
such direction and control as is nec-
essary to assure that all authorized fa-
cilities are employed:

(1) Only for permissible purposes;

(2) Only in a permissible manner; and

(3) Only by persons with authority to
use and operate such equipment.

(b) In carrying out their responsibil-
ities under §90.403(a), licensees shall be
bound by the provisions of the Commu-
nications Act of 1934, as amended, and
by the rules and regulations of the
Commission governing the radio serv-
ice in which their facilities are Ii-
censed; and licensees may not, through
written or oral agreements or other-
wise, relieve themselves of any duty or
obligation imposed upon them, by law,
as licensees.

(c) Except for stations that have been
granted exclusive channels under this
part and that are classified as commer-
cial mobile radio service providers pur-
suant to part 20 of this chapter, each 1li-
censee must restrict all transmissions
to the minimum practical transmission
time and must employ an efficient op-
erating procedure designed to maxi-
mize the utilization of the spectrum.

(d) Communications involving the
imminent safety-of-life or property are
to be afforded priority by all licensees.

(e) Licensees shall take reasonable
precautions to avoid causing harmful
interference. This includes monitoring
the transmitting frequency for commu-
nications in progress and such other

394



Federal Communications Commission

measures as may be necessary to mini-
mize the potential for causing inter-
ference.

(f) Stations licensed in this part shall
not continuously radiate an
unmodulated carrier except where re-
quired for tests as permitted in §90.405,
except where specifically permitted by
this part, where specifically authorized
in the station authorization, or on an
as needed basis in the Radiolocation
Radio Service.

(g) The radiations of the transmitter
shall be suspended immediately upon
detection or notification of a deviation
from the technical requirements of the
station authorization and until such

deviation 1is corrected. For trans-
missions concerning the imminent
safety-of-life or property, the trans-

missions shall be suspended as soon as
the emergency is terminated.

[43 FR 54791, Nov. 22, 1978; 44 FR 32220, June
5, 1979, as amended at 59 FR 59965, Nov. 21,
1994]

§90.405

(a) Stations licensed under this part
may transmit only the following types
of communication:

(1) Any communication related di-
rectly to the imminent safety-of-life or
property;

(2) Communications directly related
and necessary to those activities which
make the licensee eligible for the sta-
tion license held under this part. In ad-
dition, when communication service is
provided under the cooperative sharing
provisions of §90.179, the licensee pro-
viding such service may transmit com-
munications related to the activities
for which the parties receiving the
service would be eligible to be licensed.

(3) Communications for testing pur-
poses required for proper station and
system maintenance. However, each li-
censee shall keep such tests to a min-
imum and shall employ every measure
to avoid harmful interference.

(b) The provisions contained in para-
graph (a) of this section do not apply
where a single base station licensee has
been authorized to use a channel above
470 MHz on an exclusive basis, or to
stations licensed under this part that

Permissible communications.

§90.417

are classified as CMRS providers under
part 20 of this chapter.

[50 FR 6182, Feb. 14, 1985, as amended at 59
FR 59965, Nov. 21, 1994]

§90.407

The licensee of any station author-
ized under this part may, during a pe-
riod of emergency in which the normal
communication facilities are disrupted
as a result of hurricane, flood, earth-
quake or similar disaster, utilize such
station for emergency communications
in a manner other than that specified
in the station authorization or in the
rules and regulations governing the op-
eration of such stations. The Commis-
sion may at any time order the dis-
continuance of such special use of the
authorized facilities.

[49 FR 36376, Sept. 17, 1984]

Emergency communications.

§90.411 Civil defense communications.

The licensee of any station author-
ized under this part may, on a vol-
untary basis, transmit communica-
tions necessary for the implementation
of civil defense activities assigned such
station by local civil defense authori-
ties during an actual or simulated
emergency, including drills and tests.
The Commission may at any time
order the discontinuance of such spe-
cial use of the authorized facilities.

[49 FR 36376, Sept. 17, 1984]

§90.415 Prohibited uses.

Stations licensed under this part
shall not:

(a) Transmit program material of
any kind for use in connection with
broadcasting; or

(b) Render a communications com-
mon carrier service, except for stations
in the Public Safety Pool providing
communications standby  facilities
under §90.20(a)(2)(xi) and stations Ili-
censed under this part in the SMR, pri-
vate carrier paging, Industrial/Business
Pool, or 220-222 MHz services.

[43 FR 54791, Nov. 22, 1978, as amended at 59
FR 59965, Nov. 21, 1994; 62 FR 18933, Apr. 17,
1997]

§90.417 Interstation communication.

(a) Any station licensed under this
part may communicate with any other
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