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552(a) and 1 CFR part 51. These mate-
rials are incorporated as they exist on 
the date of the approval, and notice of 
any change in these materials will be 
published in the FEDERAL REGISTER. 
All approved material is available for 
inspection at the Federal Communica-
tions Commission, 445 12th St. SW., 
Reference Information Center, Room 
CY–A257, Washington, DC 20554, (202) 
418–0270 and is available from the 
sources below. It is also available for 
inspection at the National Archives 
and Records Administration (NARA). 
For information on the availability of 
this material at NARA, call (202) 741– 
6030, or go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(1) International Electrotechnical 
Commission (IEC), IEC Central Office, 
3, rue de Varembe,CH–1211 Geneva 20, 
Switzerland, Email: 
inmail@iec.ch,www.iec.ch or Inter-
national Organization for Standardiza-
tion (ISO), 1, ch. De la Voie-Creuse, CP 
56, CH–1211, Geneva 20, Switzerland; 
www.iso.org; Tel.: + 41 22 749 01 11; Fax: 
+ 41 22 733 34 30; email: central@iso.org . 
(ISO publications can also be purchased 
from the American National Standards 
Institute (ANSI) through its NSSN op-
eration (www.nssn.org), at Customer 
Service, American National Standards 
Institute, 25 West 43rd Street, New 
York, NY 10036, telephone (212) 642– 
4900.) 

(i) ISO/IEC 17025:2005(E), ‘‘General re-
quirements for the competence of test-
ing and calibration laboratories,’’ Sec-
ond Edition, 2005–05–15. 

(ii) ISO/IEC 17065:2012(E), ‘‘Con-
formity assessment—Requirements for 
bodies certifying products, processes 
and services,’’ First Edition, 2012–09–15. 

(2) [Reserved] 

[64 FR 4998, Feb. 2, 1999, as amended at 66 FR 
27601, May 18, 2001; 67 FR 57182, Sept. 9, 2002; 
80 FR 33448, June 12, 2015] 

Subpart C—Terminal Equipment 
Approval Procedures 

§ 68.201 Connection to the public 
switched telephone network. 

Terminal equipment may not be con-
nected to the public switched telephone 
network unless it has either been cer-

tified by a Telecommunications Cer-
tification Body or the responsible 
party has followed all the procedures in 
this subpart for Supplier’s Declaration 
of Conformity. 

[66 FR 7583, Jan. 24, 2001] 

§ 68.211 Terminal equipment approval 
revocation procedures. 

(a) Causes for revocation. The Com-
mission may revoke the interconnec-
tion authorization of terminal equip-
ment, whether that authorization was 
acquired through certification by a 
Telecommunications Certification 
Body or through the Supplier’s Dec-
laration of Conformity process in 
§§ 68.320 through 68.350 of this part, 
where: 

(1) The equipment approval is shown 
to have been obtained by misrepresen-
tation; 

(2) The approved equipment is shown 
to cause harms to the public switched 
telephone network, as defined in § 68.3; 

(3) The responsible party willfully or 
repeatedly fails to comply with the 
terms and conditions of its equipment 
approval; or 

(4) The responsible party willfully or 
repeatedly fails to comply with any 
rule, regulation or order issued by the 
Commission under the Communica-
tions Act of 1934 relating to terminal 
equipment. 

(b) Notice of intent to revoke inter-
connection authority. Before revoking 
interconnection authority under the 
provisions of this section, the Commis-
sion, or the Enforcement Bureau under 
delegated authority, will issue a writ-
ten Notice of Intent to Revoke Part 68 
Interconnection Authority, or a Joint 
Notice of Apparent Liability for For-
feiture and Notice of Intent to Revoke 
Part 68 Interconnection Authority pur-
suant to §§ 1.80 and 1.89 of this chapter. 

(c) Delivery. The notice will be sent 
via certified mail to the responsible 
party for the terminal equipment at 
issue at the address provided to the Ad-
ministrative Council for Terminal At-
tachments. 

(d) Reauthorization. A product that 
has had its approval revoked may not 
be authorized for connection to the 
public switched telephone network for 
a period of six months from the date of 
revocation of the approval. 
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(e) Reconsideration or appeal. A re-
sponsible party of terminal equipment 
that has had its authorization revoked 
and/or that has been assessed a for-
feiture may request reconsideration or 
make administrative appeal of the de-
cision pursuant to part 1 of the Com-
mission’s rules: Practice and Proce-
dure, part 1 of this chapter. 

[66 FR 7583, Jan. 24, 2001, as amended at 67 
FR 13229, Mar. 21, 2002; 68 FR 13850, Mar. 21, 
2003] 

§ 68.213 Installation of other than 
‘‘fully protected’’ non-system simple 
customer premises wiring. 

(a) Scope of this rule. Provisions of 
this rule apply only to ‘‘unprotected’’ 
premises wiring used with simple in-
stallations of wiring for up to four line 
residential and business telephone 
service. More complex installations of 
wiring for multiple line services, for 
use with systems such as PBX and key 
telephone systems, are controlled by 
§ 68.215 of these rules. 

(b) Wiring authorized. Unprotected 
premises wiring may be used to con-
nect units of terminal equipment or 
protective circuitry to one another, 
and to carrier-installed facilities if in-
stalled in accordance with these rules. 
The provider of wireline telecommuni-
cations is not responsible, except pur-
suant to agreement between it and the 
customer or undertakings by it, other-
wise consistent with Commission re-
quirements, for installation and main-
tenance of wiring on the subscriber’s 
side of the demarcation point, includ-
ing any wire or jacks that may have 
been installed by the carrier. The sub-
scriber and/or premises owner may in-
stall wiring on the subscriber’s side of 
the demarcation point, and may re-
move, reconfigure, and rearrange wir-
ing on that side of the demarcation 
point including wiring and wiring that 
may have been installed by the carrier. 
The customer or premises owner may 
not access carrier wiring and facilities 
on the carrier’s side of the demarcation 
point. Customers may not access the 
protector installed by the provider of 
wireline telecommunications. All plugs 
and jacks used in connection with in-
side wiring shall conform to the pub-
lished technical criteria of the Admin-
istrative Council for Terminal Attach-

ments. In multiunit premises with 
more than one customer, the premises 
owner may adopt a policy restricting a 
customer’s access to wiring on the 
premises to only that wiring located in 
the customer’s individual unit wiring 
that serves only that particular cus-
tomer. See § 68.105 in this part. The cus-
tomer or premises owner may not ac-
cess carrier wiring and facilities on the 
carrier’s side of the demarcation point. 
Customers may not access the pro-
tector installed by the provider of 
wireline telecommunications. All plugs 
and jacks used in connection with in-
side wiring shall conform to the pub-
lished technical criteria of the Admin-
istrative Council for Terminal Attach-
ments. 

(c) Material requirements. (1) For 
new installations and modifications to 
existing installations, copper conduc-
tors shall be, at a minimum, solid, 24 
gauge or larger, twisted pairs that 
comply with the electrical specifica-
tions for Category 3, as defined in the 
ANSI EIA/TIA Building Wiring Stand-
ards. 

(2) Conductors shall have insulation 
with a 1500 Volt rms minimum break-
down rating. This rating shall be estab-
lished by covering the jacket or sheath 
with at least 15 cm (6 inches) (meas-
ured linearly on the cable) of conduc-
tive foil, and establishing a potential 
difference between the foil and all of 
the individual conductors connected 
together, such potential difference 
gradually increased over a 30 second 
time period to 1500 Volts rms, 60 Hertz, 
then applied continuously for one 
minute. At no time during this 90 sec-
ond time interval shall the current be-
tween these points exceed 10 
milliamperes peak. 

(3) All wire and connectors meeting 
the requirements set forth in para-
graphs (c)(1) and (c)(2) shall be marked, 
in a manner visible to the consumer, 
with the symbol ‘‘CAT 3’’ or a symbol 
consisting of a ‘‘C’’ with a ‘‘3’’ con-
tained within the ‘‘C’’ character, at in-
tervals not to exceed one foot (12 
inches) along the length of the wire. 

(d) Attestation. Manufacturers (or dis-
tributors or retailers, whichever name 
appears on the packaging) of non-sys-
tem telephone premises wire shall at-
test in a letter to the Commission that 
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