JSD-100 USB Driver Installation

_____Section one contains the instructions to remove the current driver installed. Be

advised that in the first release of the driver package, it is not a signed driver and will
not work on Windows 7. The new WinUSB driver is a native USB interface that is being
used in this GUI application release.

Section two is the installation procedure for setting up the WinUSB version.

1.0 USB Driver Removal

To remove the current JSD-100 USB driver installation the JSD-100 must be connected
to the computer and by using Device Manager, the driver will be uninstalled.
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1. Power on the JSD-100 and when it has completed startup connect the USB
cable to the computer.

2. Run device manager and locate the “LibUsb Devices” entry and select the USL
JSD-100 Cinema Processor.

3. Right click the mouse to open the properties dialog and then activate the
“Uninstall” button.
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4. On Windows 7, check the delete option, then proceed by activating the “OK”
button.
5. Unplug the USB cable and proceed to 2.0 for new driver installation.

2.0 USB Driver Installation
The JSD-100 Installation (Setup) program creates a subfolder called “WinUSB_ Drivers”
that will be used for loading the new WinUSB driver. For updating the WinUSB driver on
a PC running Windows XP see section 3.0.

1. Start device manager and then connect the USB cable to a powered on JSD-
100.

2. Select the USL JSD-100 Cinema Processor from the device list and right click
and select “Properties.”
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3. Use the “Browse my Computer for the driver software” option to load the WinUSB
driver. Note that the search automatically option will reload the old version and
will need to repeat the driver removal process.

4. Browse to “C:\Program Files\USL\JSD-100\WinUSB_Drivers” and then proceed
to load the selected driver by activation of the Next button.
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5. Proceed to load the selected driver by selecting the “Install this driver software

anyway.”

6. When the installation completes, the device manager will now display the USL
JSD-100 Cinema Processor under the libusb (WinUSB) devices. From the GUI
the JSD USB device will appear in the Communications Settings dialog.
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[y USL JSD-100 Cinema Procesor @.] Windows can't verify the publisher of this driver software

You should check your manufacturer's website for updated driver software

Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
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3.0 Driver Installation Windows XP
With the unit power on and the display showing a main fader level, connect the USB to
the JSD-100 and wait for the found new hardware process to run. The driver is stored
in the “C:\Program Files\USL\JSD-100\WinUSB_Drivers” folder. When updating the
current driver the following steps are required, otherwise the installation process is as
described in 2.0.

1. Start Device management to view the installed devices and select the JSD-100
Cinema Processor from the device list. The access the device properties and
select “Update Driver” option. Then select the “Install from list or specified
location” option from the menu and in the following dialog select the “Don’t
search” option as shown below.

Hardware Update Wizard
Please choose your search and installation options. .

(0) Search for the best driver in theze locations

Use the check bowes below to limit or expand the default search, which includes local
paths and removable media. The best diver found will be installed.

Choose this option to select the device driver from a list. ‘Windows does not guarantee that
the driver pou chooze will be the best match far your hardware
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2. In this case another version of the JSD-100 Cinema Processor is installed and
requires updating with a new version. Activate the “Have Disk” button.
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Hardware Update Wizard
Select the device driver you want to install for this hardware. .

Select the manufacturer and model of your hardware device and then click Mext. [f you
have a disk that contains the driver you want to install, click Have Disk.

Show compatible hardware

odel
USL JSD-100 Cinema Procesor Version: 2.1.12.2 [1/23/2010]
USL JSD-100 Cinema Procesor Yersion: 2.1.12.2 [6/3/2010]
USL J5D-100 Cinema Processor
USL JSD-100 Cinema Processor

& This driver iz not digitally signed!

Tell me why driver signing is important
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3. Use the Install from disk dialog to select the folder containing the driver to
install/update via the “Browse” button.

Install From Disk

Inzert the manufacturer's inztallation dizk, and then
o make sure that the comect diive is selected below.

Copy manufacturer's files from:

'C:\Pragram Files\SLASD-100MinUSE_Drivers |

. Browse.. |

4. The selected driver will then be displayed as show and then active the “Next”
button to start the installation process.
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Hardware Update Wizard
Select the device driver you want to install for this hardware. .

Select the manufacturer and model of your hardware device and then click Nest. [f you
% have a dizk that containz the driver you want to install, click Hawe Disk.

Show compatible hardware

Maodel
USL JSD-100 Cinemna Processar

& This driver iz not digitally zigned!

Tell e why driver signing is important
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5. The status of the driver installation will be displayed.

Hardware Update Wizard
Please wait while the wizard installs the software. .. .

% USL J5D-100 Cinema Processor

7 L/

Setting a spstem restore point and backing up old filez in
caze your system needs to be restared in the future.
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